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CF-series Compact fan and filter light dust units

Technical Data

Vacuum system CF-10/17

Centab CF-series is designed for extraction of light
median heavy dust particles and is easily adjusted to
comply with every user’s needs.

These units are designed for automatic start and stop
controlled by switches out in the system and pressure
control on CF-17 for the best possible economy.

Short facts

«  Frequency controlled fan with specially designed
high-speed engine and need control. This gives you
lower sound level and energy consumption.
Fan and engine is designed as one unit and it is
mounted in a solid non-vibrating chassis.
The construction has no need for any maintenance
on engine or fan.
Powder coated solid steel chassis with highly effec-
tive sound insulation.
Automatic filter cleaning.
Electrical panel mounted in the top to reduce size.
Sparc proof alloy fan.
Low sound level. (Around 65dB when connected to
a piping system with silencers).
Low maintenance costs.
Compact plug and play unit.
All external connexions in separate box on the
right side of the machine.

Functions

The fan speed of the BF machines is controlled by a
pressure sensor out in the system to always get the
correctvacuumwithintherangeofsimultaneoususers
that it is built for (Normal speed).
Highspeedmodeispresentforextremelydemanding
applicationsandforcleaning.Cleaningmodeiscontrol-
ledbyaswitchonthecontrolboxandhighspeedbya
separate input.

Use

These units are by its high airflow and various

pressure modes suitable at:

+  Point suction on stationary machines where
different pressure is needed (bandsaws, grin-
ding machines and more).
Centralizedvacuumcleaningoflightdust(wood,
plastic, paper and more).

Several simultaneous users.
Can be combined with other Centab products
such as filters and heat exchangers.

These machines are frequently used in wood
workshops,orthopedicworkshops,printingindustry,
laboratories, plastic industry and more.

For more information - contact CENTAB Sverige AB +46 (0)510 - 253 00 - www.centab.se
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CF-series Compact fan and filter light dust units

Power Max Measurements
(400V) Vacuum HxWxD (mm)

230V 11A
400V 3,6A

-10KPa 2030x700x720

400V 7,2A -10kPa 2530x700x720
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Facts

Cooling thru separate inlets

Spark proof alloy fan

Service hatches in the front

Silencing insulation inside the motor cabinet.
Minimal need of maintenance.

Made in strong powder coated steel.

Inlet diameter 120mm.

Outlet diameter 125mm to fit ventilation ducts.
This should be fitted with silencer.

Perfect machine for cleaning or 1-2 small wood-
working machines.

Flexible with 230V single phase (only on CF-10) or
400V three phase connexion.

Plug and play unit.

CF-17 has pressure sensor controlled fan speed.
Automatic filter cleaning is standard.

Level guard is standard.

Built in electrical cabinet.

240 liter paper bag.
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